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IRRIGATION SERVICE BY
PRIVATE CONTRACTOR

PUBLIC IMPROVEMENT PRIVATE IMPROVEMENT

FULL FLOW BALL VALVE (PREFERRED)
(RISING STEM GV ACCEPTABLE)

PRESSURE REDUCING VALVE REQ'D
WHEN PRESSURE EXCEEDS 80 PSI

REDUCED PRESSURE ZONE
BACKFLOW PREVENTER (RPZ)
INCL. FULL FLOW BALL VALVES

METER

I.P.T TEE WITH
THREADED CAP
2" DIAM. PIPE
(BRASS PREFERRED)
END MINIMUM CITY
REQUIREMENTS

PROVIDE SLEEVES IF
PIPES PASS THROUGH
CONCRETE SLAB

2" DIAM. TYPE K COPPER
WATER SERVICE

CURB STOP AND BOX

CONCRETE
MANHOLE BLOCK

CONNECT TO 2"
CORPORATION STOP
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VARIABLE
SEE PLAN

VARIABLE

2"X2"X8'
WOOD POST
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CURB & GUTTER

VA
RI

AB
LE

SE
E 

PL
AN

4" DIAMETER DIP
WATER SERVICE

4" DIP PLUG TAPPED
WITH 2"
CORPORATION STOP

WATER MAIN
BY CITY

4" TEE

NOTES:
1. CITY WATER SERVICE & PLUMBING PERMITS
REQUIRED FOR WORK BY PRIVATE CONTRACTORS.
2. ANNUAL TESTING OF RPZ REQUIRED
3. REQUIRED EQUIPMENT MUST BE ENCLOSED AND SUPPORTED.
4. 2" DIAMETER SIZE IS STANDARD.  OTHER SIZES ALLOWED ONLY BY APPROVAL OF CITY.
5. SLEEVES FOR PIPES IN CONCRETE SLABS  SHALL BE 4" DIAMETER PVC OR SIMILAR.
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